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LABELS AND PLATES   

Series number Article number

Max load

Date of
production

Warning! Read the
useand maintenance
handbook before use

Conformity with the
European safety

standards

LOT code

®
s.r.l.

Via A. Da Sangallo, 1  06034 Foligno (PG) ITALY  Tel. +39 074222927  Fax +39 074222637

M O D E L . P A R T  N °

S NLOT MAX. KG

!

Name of the model

 
 

 
- THE CE MARK CERTIFIES THAT THE CLIP PUSHCHAIR CONFORMS TO THE EUROPEAN UNION’S 

SAFETY REQUIREMENTS AND, IN PARTICULAR, DIRECTIVE 93/42/EEC REGARDING “MEDICAL 
DEVICES”. 
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TECHNICAL FEATURES    
 

Frame folds like an umbrella, in aluminium painted with non-toxic epoxy paint 
Backrest semi-rigid, reclines in 3 positions with zippers 
Seat bottom semi-rigid 
Upholstery removable for washing with padding and removable aluminium reinforcement ribs; slots 
for attaching accessories 
Footrest removable, height adjustable 
Leg support band 
Wheels puncture-proof: front 15-cm, swivelling; rear 20-cm, sliding on ball bearings with 
independent brakes 

 

 

  
CLIP 1             WEIGHT OF THE AID KG. 10.8                     MAX. LOAD KG. 30 
 
 

 
CLIP 2              WEIGHT OF THE AID KG. 11                       MAX. LOAD KG. 35 
 
 

 
CLIP 3              WEIGHT OF THE AID KG. 11.2                     MAX. LOAD KG. 40 
 
 

 
 

 

 
HYPHEN-SEPARATED NUMBERS 

INDICATE THE MINIMUM AND MAXIMUM 
RANGE OF ADJUSTMENT 

Measures in cm and weights in kg
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INITIAL PREPARATION  
 
PACKING INFORMATION 

 
 
 

CLIP A 
cm 

B 
cm 

C 
cm 

VOLUME 
m3 

WEIGHT 
kg 

SIZE-1 35 35 116 0,142 13 
SIZE-2 35 35 116 0.142 13.2 
SIZE-3 35 35 116 0.142 13.4 

 
 
 
 
 

 
 
HOW TO REMOVE THE PUSHCHAIR FROM THE BOX  
 

 
 
 
 

ATTENTION! 
CUT WITHOUT PRESSING TOO HARD 

SO AS NOT TO DAMAGE 
THE CONTENTS OF THE BOX 

 

 
 
 
REMOVE THE ACCESSORIES 
 

 

ATTENTION! 
TILT THE BOX AND TAKE CARE 

NOT TO SCRAPE THE CONTENTS 
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OPENING THE PUSHCHAIR AND MOUNTING THE FOOTREST 
 

 
1. RAISE THE PUSHCHAIR TO A VERTICAL 

POSITION 
2. OPEN THE PUSHCHAIR 
3. LOCK THE FRONT TENSIONER BY 

PUSHING IT TO THE END OF ITS TRAVEL 
4. LOCK THE REAR TENSIONERS BY 

PUSHING THEM TO THE END OF THEIR 
TRAVEL 

5. MOUNT THE FOOTREST 
 
 



 

 

Page 11 of 32 

 
 
 
 
 



 

 

Page 12 of 32 

 

HOW CLIP WORKS AND HOW TO USE IT   
 

FOLDING the PUSHCHAIR for TRANSPORT 
 
1. REMOVE THE FOOTREST 

2. UNLOCK THE REAR TENSIONERS  

3. UNLOCK THE FRONT TENSIONER 

4. FOLD THE PUSHCHAIR 

5. PUSHCHAIR FOLDED 
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RECLINING THE BACKREST 

REAR VIEW 

TO CHANGE  THE BACK’S RECLINING POSITION 
ADJUST THE RED ZIPPERS ON THE BACKREST 

REAR VIEW 
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ADJUSTING the HEIGHT of the FOOTREST 
 

1. UNSCREW THE TWO BOLTS 

2. POSITION THE FOOTREST AT 
THE DESIRED HEIGHT AND 
LOCK THE TWO BOLTS 
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 MOUNTING ACCESSORIES    
 

FRONT WHEEL DIRECTION LOCKS  812 
 

 
 
SPRING LOCK 
 

SPRING LOCK 
 
 "OPEN" POSITION 

 

"CLOSED" POSITION 
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INGUINAL BELTS  817  
 

LOOP VELCRO 

HOOK VELCRO 

HOOK VELCRO 

LOOP VELCRO

  

THERMIC COVER  818  
VIEW FROM BEHIND 
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CANOPY  819  
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 REAR VIEW OF 
THE CANOPY 

 
 
 
 
 
 
 
 
 

 

 

RAIN COVER  825 
 

ATTENTION! THE RAIN COVER CAN ONLY BE 
ATTACHED AFTER THE CANOPY (819) IS IN PLACE 

 1.  ATTACH THE RAIN COVER POUCH WITH THE TWO BUTTONS LOCATED ON THE BACK OF 
THE CANOPY 

2.  OPEN THE ZIPPER ON THE POUCH 
3.  REMOVE THE RAIN COVER FROM THE POUCH AND POSITION IT SO THAT IT COVERS THE 

PUSHCHAIR 
4.  ATTACH THE RAIN COVER TO THE FRAME WITH THE STRAPS 
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FOOT STRAPS  827
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 

SIDE SUPPORTS FOR THE TRUNK 816  
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VEST HARNESS  853
 
 
 
 

 

 

ADJUSTABLE HEAD SIDE SUPPORTS  835 
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VIEW FROM BEHIND 

 
NUT  

SCREW 

 
WRENCH 
 

  HEX WRENCH 

 
 
 
 

 

 

4 FIXING HOOKS  891 
for the type-tested anchorage tie-downs provided with the vehicle 
 

ATTENTION! 
THE VEHICLE MUST BE SUITABLE FOR TRANSPORTING 

ORTHOPAEDIC PUSHCHAIRS 
  IN CONFORMITY WITH CURRENT LAW 
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45° BELT FOR THE PELVIS  894 
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5-POINT VEST HARNESS  903
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5-POINT HARNESS 906
 
A. FIXING THE STRAP ON THE SEAT 
 

 
B. FIXING THE STRAPS ON THE UPPER PART OF THE BACKREST 
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C. FIXING THE FRONT AND THE BACK BUCKLES 

 
D. HARNESS MOUNTED 
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CHEST STRAPS  828
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-Fixing the upholstery 
 

-Maintenance and 
 post-purchase assistance 
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FIXING THE UPHOLSTERY   
 

 
 

 
 
 
 
 
 
 

 
VELCRO 
 

VELCRO  

 
VELCRO 
 

 
 
 
 

 

 
ALUMINIUM REINFORCEMENT  
RIBS INSIDE THE BACKREST 
 

 
ALUMINIUM REINFORCEMENT  
RIBS INSIDE THE SEAT 
 

 
 

 

 
 
 
 
 
 
 

WE RECOMMEND MOUNTING 
THE BACKREST CUSHION 
AND SEAT WITH THE FRAME 
IN THE SEMI-OPEN POSITION 

 
 
 

 
 

 
 

 

 

 

 

 

 

 
 

 
 
 

 
 

 

 

 

 

4

5

3

21

 
 

 
 

  
 
REAR VIEW OF THE 

BACKREST 

VIEW FROM UNDER 
THE SEAT 

 

 
 
ZIPPER 
  

 
 
ZIPPER 
  

 
 
ZIPPER 
  

 
VELCRO  

 
ZIPPER 

 
VELCRO  
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MAINTENANCE AND CLEANING   
 
REGULAR (OR PREVENTIVE) MAINTENANCE  
REGULAR MAINTENANCE MUST BE PERFORMED ONCE A MONTH. REGULAR MAINTENANCE 
IS REQUIRED TO KEEP THE PRODUCT WORKING PROPERLY AND SAFELY AND IS 
ESSENTIAL FOR KEEPING THE CE MARK. 
 

THE MANUFACTURER IS NOT LIABLE FOR THE PERFORMANCE OF THE PRODUCT UNLESS 
REGULAR MAINTENANCE IS PERFORMED (ATTACHMENT I, DIRECTIVE 93/42/EEC). THE 
MANUFACTURER ALSO RECOMMENDS THAT YOU HAVE THE SUPPLIER PERFORM A 
COMPLETE REVIEW OF THE PRODUCT'S OPERATION AND SAFETY WITH THE FOLLOWING 
FREQUENCIES: 
 

1) AT THREE MONTHS FROM PURCHASE; 
2) AT SIX MONTHS FROM PURCHASE; 
3) ONCE A YEAR FOR SUBSEQUENT YEARS AFTER THAT OF PURCHASE. 
 
 
 
 
CLEANING THE UPHOLSTERY 
Clean the Canopy (819), the Rain Cover (825), the 45° Belt for the pelvis (894), the Inguinal Belts 
(817) and the 5-Point Harness (906) with a sponge dampened with water. Carefully follow the 
instructions below for washing the other upholstery and cushions: 
 
− Carefully remove the upholstery from the stroller (easier if the stroller is semi-closed, see page 24); 
− Slide all the aluminium ribs from out of the pull openings of the backrest and seat; 
− Wash following the instructions on the label: 
 

 
Hand-wash 
with neutral 

soap 
 Max. 30° C. 

 
Do not bleach 

 

P  
Dry clean with 
perchloroethyl

ene 

 
Do not iron 

 
Do not tumble 

dry 

 
Lay the 

cushion flat to 
dry. 

 

− When the upholstery is dry, reinsert the aluminium ribs in the cushion and close the pull openings; 
− Remount the upholstery on the stroller following the instructions on page 24. 
 
CLEANING THE PAINTED AND CHROME-PLATED FRAME 
Clean painted and chromed parts with a soft cloth dampened with alcohol diluted with water. 
 
AFTER LUBRICATING THE ADJUSTABLE PARTS, DRY THEM WELL WITH A SOFT CLOTH. 










